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Where:

X, = the PM CPMS data points for all runs i,

n = the number of data points, and

O, = your site specific operating limit, in
milliamps.

(4) To determine continuous compliance,
you must record the PM CPMS output data
for all periods when the process is operating
and the PM CPMS is not out-of-control. You
must demonstrate continuous compliance by
using all quality-assured hourly average
data collected by the PM CPMS for all oper-
ating hours to calculate the arithmetic aver-
age operating parameter in units of the oper-
ating limit (e.g., milliamps, PM concentra-
tion, raw data signal) on a 30-day rolling av-
erage basis.

(5) For PM performance test reports used
to set a PM CPMS operating limit, the elec-
tronic submission of the test report must
also include the make and model of the PM
CPMS instrument, serial number of the in-
strument, analytical principle of the instru-
ment (e.g., beta attenuation), span of the in-
struments primary analytical range,
milliamp value equivalent to the instrument
zero output, technique by which this zero
value was determined, and the average
milliamp signals corresponding to each PM
compliance test run.

§60.2115 What if I do not use a wet
scrubber, fabric filter, activated
carbon injection, selective noncata-
lytic reduction, or an electrostatic
precipitator to comply with the
emission limitations?

If you use an air pollution control de-
vice other than a wet scrubber, acti-
vated carbon injection, selective non-
catalytic reduction, fabric filter, or an
electrostatic precipitator or limit
emissions in some other manner, in-
cluding material balances, to comply
with the emission limitations under
§60.2105, you must petition the EPA
Administrator for specific operating
limits to be established during the ini-
tial performance test and continuously
monitored thereafter. You must not
conduct the initial performance test
until after the petition has been ap-
proved by the Administrator. Your pe-
tition must include the five items list-
ed in paragraphs (a) through (e) of this
section.
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(a) Identification of the specific pa-
rameters you propose to use as addi-
tional operating limits.

(b) A discussion of the relationship
between these parameters and emis-
sions of regulated pollutants, identi-
fying how emissions of regulated pol-
lutants change with changes in these
parameters and how limits on these pa-
rameters will serve to limit emissions
of regulated pollutants.

(c) A discussion of how you will es-
tablish the upper and/or lower values
for these parameters which will estab-
lish the operating limits on these pa-
rameters.

(d) A discussion identifying the
methods you will use to measure and
the instruments you will use to mon-
itor these parameters, as well as the
relative accuracy and precision of
these methods and instruments.

(e) A discussion identifying the fre-
quency and methods for recalibrating
the instruments you will use for moni-
toring these parameters.

[76 FR 15451, Mar. 21, 2011]

EFFECTIVE DATE NOTE: At 78 FR 9180, Feb.
7, 2013, §60.2115 was amended by revising the
section heading and the introductory text,
effective Aug. 7, 2013. For the convenience of
the user, the revised text is set forth as fol-
lows:

§60.2115 What if I do not use a wet scrub-
ber, fabric filter, activated carbon injec-
tion, selective noncatalytic reduction, an
electrostatic precipitator, or a dry scrub-
ber to comply with the emission limita-
tions?

If you use an air pollution control device
other than a wet scrubber, activated carbon
injection, selective noncatalytic reduction,
fabric filter, an electrostatic precipitator, or
a dry scrubber or limit emissions in some
other manner, including material balances,
to comply with the emission limitations
under §60.2105, you must petition the EPA
Administrator for specific operating limits
to be established during the initial perform-
ance test and continuously monitored there-
after. You must submit the petition at least
sixty days before the performance test is
scheduled to begin. Your petition must in-
clude the five items listed in paragraphs (a)
through (e) of this section.
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